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Technical information
for DWD-Dynamic-XP.

Agantis square rail assembly 

Disassembly

Agantis Top glass holder disassembly

Adjust eccentric screw 

on both sides.

Agantis Top glass holder assembly Rail front adjustment

Glass holder adjustment
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40 kg 60 / 80 kg

100,000 open/close cycles

total weight

60,000 open/close cycles

5 x 5 seconds, 2/3 extended, additional load on corner: 175 N 5 x 5 seconds, 2/3 extended, additional load on corner: 200 N 

5 x 5 seconds, 2/3 extended, right/left alternating 5 x 5 seconds, 2/3 extended, right/left alternating

Horizontal load test

Dynamic load on front panels and limit stops

Pull-out safety

open and close 10 x at 0.6 metre/sec open and close 10 x at 0.55 metre/sec with 60 kg load
open and close 10 x at 0.45 metre/sec with 80 kg load

open 10 x at 1.0 metre/sec

• Requirements and limits according to internal guidelines
• Stated loads apply up to nominal length of 500 mm
• Loading reduces with increasing nominal length

open 10 x at 0.85 metre/sec with 60 kg load
open 10 x at 0.75 metre/sec with 80 kg load

Vertical load test

Durability test

kg kg kg kg

kg kg
kg

kg

kg kg kg kg

kg kg kg kg
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Grass GmbH
Furniture fittings
Grass Platz 1 
6973 Höchst
Austria

Tel. +43 / 5578 / 701-0
Fax +43 / 5578 / 701-59

www.grass.at, info@grass.eu




